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o /WHATIS A MULTISPORT COURT?

It is a delimited space intended for the practice of various sports inside in a safe way.
Generally, these sports are soccer or futsal and basketball, so the goal and basket will be in

the same structure to avoid problems.
In addition, it will be fully adapted to each work depending on what the client requests.
The elements that make up a multisport court are:

-Perimeter posts.

-Railing.

-Enclosure or fencing.

- Goal set.

The profiles used, plates and rim of the basketball hoop will be made of Steel S235JR
and S275JR.
The screws will be zinc treatment (Zn) Quality 8.8.
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o Perimeter posts.

The perimeter posts are manufactured with a (100x60x2) mm rectangular profile to
which a (210x210x8) mm plate of is welded, and are distributed in function of to the available

space, being usual an inter-axis separation of between 1.50 and 2.00 meters.

Each post is fixed to the foundation slab by means of four post-installed MTA 14X120
anchors to which plastic caps are placed to prevent possible damage to users of the

installation.

The posts are fully prepared for direct assembly, on the one hand, with four 6 mm
thick slotted angles where the closing pieces of the assembly will be fixed, and on the other
hand with the guide bushings of the handrail.

In addition, some tips (100x60) are included to close the posts as they are hollow.

o Handrails.

They are made of round profiles (40x2) m, and will be joined to the posts by the guides

with self-drilling screws.

o Enclosure or fencing.

It can be made with several materials and elements in function of the guides given

for each work. In this type of court it would be:

Enclosure with 12 mm thick compact phenolic panels (color to choose), fixed to the
posts and the frame of the goal by means of screwed joints with M8 DIN 603 screws. In this
way, the screws would have a rounded head that would remain in the inside the court to
avoid possible damage to users, and on the outside the thread and the nut that would be
covered with a plastic tape for the same purpose.
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o Goal set.

The goal will be a metal structure
coexisting handball and basketball, in which
the sides of the goal will be open as they are

the spaces for access to the track.

-The goal: Internally, it will have
(3.00x2.00) meters. The frame will be
manufactured with a (80x80x2) mm profile and
the base with (60x30x1.5) mm. The back part

that will act as a net, will be (30x1.5) mm tube

arches and the sides will be open.

-The basket hoop: It has a structure that joins it to the goal made with a (80x80x3)

mm profile and where the metal board with the rim will be placed.

According to the installation | According to the installation
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o Court layout example.
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